
 High Voltage Switch
In the pristine and sensitive environments of clean rooms, 
precision and cleanliness are paramount. Meet Barantech 
CleanSwitch, the cutting-edge solution designed to meet 
the rigorous demands of these specialized spaces.
Engineered with meticulous attention to detail, this sealed switch sets a new standard for hygiene 
and reliability. Crafted to withstand the most stringent cleanliness protocols, the CleanSwitch boasts 
a seamless, hermetically sealed design. Say goodbye to concerns about dust, debris, or microbial 
contaminants compromising your critical operations. With its impermeable enclosure, this switch 
ensures uncompromising cleanliness, safeguarding both your environment and your processes.

Versatility meets resilience with the CleanSwitch, as its robust construction enables compatibility 
with a wide range of cleaning materials. From alcohol-based solutions to disinfectant wipes, 
you can confidently sanitize the switch without fear of damage or degradation. Its durable 
materials and innovative design ensure long-term performance, even in the face of rigorous 
cleaning regimens. Experience unparalleled cleanliness and performance with the CleanSwitch 
– your indispensable ally in maintaining pristine conditions for critical operations.

General Characteristics
•	 Dust-Free Flat Wall Mount: One of our standout features is the flat wall hanging design 

of our panel, which effectively prevents dust accumulation.

•	 Easy To Disinfect: Barantech HVS switches, made of sealed aluminum, can be easily 
cleaned with copious amount of water or any detergent.

•	 Intuitive Interface: Facilitates effortless operation - our HVS switch uses piezo touch 
technology – the switch can be operated with wet hands, gloves, or any other object.

•	 Built to Endure: With no moving parts, it defies the harshest clean room environments, 
ensuring uninterrupted performance and longevity for your critical operation.

•	 The HV switch is flameproof, ensuring it can withstand extreme temperatures, ignition 
or fire hazards in high risk environments.
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Electrical Data
ON/OFFSwitch Function

120VAC – 277VAC (RMS) max @ 16ARelay Voltage

16A maxRelay Switching Current

90-277 VAC (RMS)AC Input Voltage

2-7 NActuation Force

Black – Phase In
Red – Phase Out (Output Relay)
White – Neutral
Green - Ground

Wires Function

Environmental Data
-15°C To +55°COperating Temperature

-20°C To +60°CStorage Temperature

IP69IP Rating

Electrical Drawing
Single Pole Wiring Diagram
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Mechanical Drawing

Mechanical Data
Black Volox 357UHousing Material

STS PlateFront
Load Wires 12 AWG, Ground wire 14 AWG, Length 7” ±0.2”Connection
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*The specifications, descriptions and illustrations indicated in this document are based on current information. All content is subject 
to modifications and amendments. Users should evaluate the suitability and test each product selected for their own applications.
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